
EURO-WAVETM PMR446

No licence required

No line rental

No call charges

Up to 3km range

actual size

‘small talk’
by Entel



technical specifications
General

Channel Capacity 8 (fixed for PMR446 service)
Frequency Range 446.00625 to 446.09375

Channel Spacing 12.5KHz

Modulation Type F3E

Operating Temperature -20°C to +70°C

Approval Specification RF:ETS 300 296, EMC ETS 300 279

Power Supply 3AAA alkaline cells or Ni-MH battery pack

Battery Life (5-5-90) 9 hours with Ni-MH

14 hours with alkaline

Dimensions 80(h)mm x 50(w)mm x 22(d)mm

Weight (with battery) 120g (4.23 oz)

Battery Voltage alkaline - 4.5V / Ni-MH - 3.6V

CMP1 CMP590 EA19

EA15

CSA1 + CNB1

CHP1 AQ1 CL1L, CLC1N, CLC1T

EURO-WAVETM - PMR 446 Transceiver
For commercial or recreational activities
EURO-WAVETM is an essential communications tool
giving you immediate contact and instant response
with other users in your system.

Despite being the smallest and lightest PMR446
transceiver in Europe, EURO-WAVETM offers the full
power available on PMR446 service.With its large
display and menu driven options ease of use
is assured.

Housed in a tough rubberised non-slip case 
EURO-WAVETM is available in serviceable black, high-
visibility yellow, or distinctive blue.

Supplied with non-removable antenna, user guide,
rear clip and carry strap.

Equip today and take advantage of this low-cost
instant communications system.

Accessories not pictured
• MSP01 motorbike accessory
• EAP1V earpiece microphone

(with VOX)
• EHP1 covert earpiece
• CMC1 12 Dual slot rapid charger 
• CMP590 noise cancelling

submersible microphone
• CHP590S heavy duty single

sided headset
• CHP590D heavy duty double

sided headset

4 Elstree Gate

Elstree Way, Borehamwood

Hertfordshire WD6 1JD

United Kingdom

Tel: +44 (0)20 8236 0032

Fax: +44 (0)20 8236 0082

Email: sales@entel.co.uk
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Your local professional dealer

‘ the
professional’s

choice’


